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The KDP series (KALTENBACH Drilling Performance) offers
three machine models and a maximum material width
capacity of 750 mm, 1030 mm and 1330 mm, respectively.
The machines are optimised for use with our high-
performance band saws to give the highest levels of
performance and automation. A key advantage of the KDP
series is that the drilling axes have a movement range of
500 mm along the material length. This boosts productivity
by up to 50%, through the ability of each axis to
independently carry out drilling and milling operations
without the need to adjust the material position.

The KDP series can be used with standard, heavy duty spindles or an alternative version, specifically
designed for a higher proportion of milling work. Both are complimented with large, 12 position tool
changers on each axis, providing increased capacity to permit a wide range of processes.

ADVANTAGES AT A GLANCE:

HARD FACTS:

Efficient drilling, centre-marking, milling, contour marking, counter-sinking and thread-cutting on all
3 axes simultaneously

Axes able to move by 500 mm to boost productivity by up to 50%

Powerful indirect drive concept for high-performance machining

Two spindle options to optimise the machine for the customers’ process requirements

Large, 12 position tool changers on each axis, ensuring process versatility with low setup times
Robust clamping system and spindle design to reduce vibration and extend tooling life

Modern software package for simple programming, efficient nesting, flexible evaluation and
production data reporting

Sturdy machine construction to guarantee a long service life and high return on investment

Low-maintenance lubrication concept, with grouped lubrication points for easy access during
maintenance

Working range  ® max. 750/1030/1330x600 mm (W x H)
= min. 50x5 mm (W x H)
Number of drilling axes: 3
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Drive power per axis: 34.5 kW
Drill diameter: max. 50 mm
Spindle speed: max. 5150 RPM

Number of tools per drilling axis: 12
e

Drilling axis speed: max. 22 m/min

Robust clamping system and large  Solid spindle guide ideal for lateral
tool changer. milling force.
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